CD117 SERIES Jianghal

ALUMINUM ELECTROLYTIC CAPACITORS
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Load life of 2000 hours at 85 BV

L
® Low Leakage Current
@® Close Tolerance
B SPECIFICATIONS
Item Characteristics
Operating Temperature Range () -40~+85
Capacitance Tolerance (20 , 120Hz) + 20%or = 10%

0.006CV or 0.5 whichever is greater. (20 , 1 minute)
Leakage Current (u A) 0.002CV or 0.3 whichever is greater. (20 , 2 minutes)
C:Nominal Capacitance(u F), V:Rated Voltage(V)

Dissipation Factor (20, 120Hz) Rated voltage (V) 6.3 10 16 25 35 50 63 100
s ~® 10X12.5 0.18 0.15 0.12 0.08 0.08 0.08 0.07 0.07
tan
® 10X16~ 0.21 0.17 0.14 0.12 0.12 0.10 0.08 0.08
Temperature Stability (120Hz) Rated voltage (V) 6.3 10 16 25 | 35 | 50 | 63 | 100
Impedance Z-25 [Z+20 4 3 2 15
ratio Z-40 1Z+20 8 6 4 | 3
Time 2000 hours
. Leakage current Not more than the specified value.
Load Life (+85 )
Capacitance change Within £ 15% of the initial value
Dissipation factor Not more than 150% of the specified value.

Shelf Life (+85 ) 1000hours. No voltage appiled. After test: Ug to be applied for 30 minutes, 24 to 48 hours before measurement.

B DIMENSIONS mm B MULTIPLIER FOR RIPPLE CURRENT

Frequency coefficient

Freq(Hz)
50,60 120 1K 10K
CV(p Fwv)
~68 0.75 1.00 1.57 2.10
100~680 0.8 1.00 0.34 1.50
1000~10000 0.85 1.00 0.13 1.15

Temperature coefficient

®D 5 6.3 8 10 12.5 16 18 Temperature () +70 +85
F 2.0 25 35 5.0 75 Factor 1.35 1
od 0.5 0.6 0.8
L<16:1.0
a 10 L> 16:2.0




