CD/71H SERIES

ALUMINUM ELECTROLYTIC CAPACITORS

o
@® Bi-polar

B SPECIFICATIONS

Load life of 1000 hours at 105

Item Characteristics
Operating Temperature Range( ) -55 +105
Rated Voltage Range(V) 6.3~100
Capacitance Tolerance (20 , 120Hz) + 20%
Leakage Current (4 A) 0.06CV or 10p A ,whichever is greater. (20 , after 2 minutes) C:Nominal Capacitance(u F), V:Rated Voltage(V)
Rated voltage (V) 6.3 10 16 25 35 50 63 80 100
Dissipation Factor (20 , 120Hz) tand 0.24 0.24 0.20 0.20 0.16 0.14 0.12 0.12 0.10

when nominal capacitance is over 1000 F tand shall be added 0.02 to the listed value with incease of every 1000 F

Temperature Stability (120Hz)

Rated voltage (V) 6.3 10 16 | 25 | 35 | 50 | 63 | 100
Zs 1Z.30 4 3 2
Zao 2o 10 8 6 | 4 | 3

Load Life (+105 )

Time

1000hours.(Polarity inverts for every 250 hours)

Leakage current

Not more than the specified value.

Capacitance change

Within £ 25% of the initial value(6.3~16v)
Within + 20% of the initial value(25~100v)

Dissipation factor

Not more than 150% of the specified value.

Shelf Life (+105 )

After leaving capacitors under no load at 105

*after test: U to be applied for 30 minutes, 24 to 48 hours before measurement.

for 500 hours, they meet the specified value for load life characteristics listed above.

B DIMENSIONS

mm

B MULTIPLIER FOR RIPPLE CURRENT

Vent(@= 6.3) Sleeve

@ d+ 0.05

Frequency coefficient

Freq(Hz)
‘ L + aMax | 15 Min Rated voltage(V) 50.60 120 1 10K | 100K
' i sl',MinI 0.47~4.7 0.65 1 1.35 2.30 2.50
10~47 0.75 1 1.25 1.75 1.80
100~1000 0.80 1 1.15 1.40 1.50
2200~6800 0.85 1 1.03 1.08 1.08
®D 5 6.3 8 10 12.5 16 18
F 2.0 25 35 5.0 7.5
od 0.5 0.6 0.8
8 L0 > 1620




